# MITSUBISHI 9900 AEGIS SERIES
## 225KVA UPS
### SALES DRAWING

**PROJECT -**

**CUSTOMER -**

## TABLE OF CONTENTS

<table>
<thead>
<tr>
<th>SHEET NO.</th>
<th>TITLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>COVER SHEET</td>
</tr>
<tr>
<td>2</td>
<td>SYSTEM CONFIGURATION</td>
</tr>
<tr>
<td>3</td>
<td>SINGLE LINE DIAGRAM</td>
</tr>
<tr>
<td>4</td>
<td>UPS OUTLINE-1</td>
</tr>
<tr>
<td>5</td>
<td>UPS OUTLINE-2</td>
</tr>
<tr>
<td>6</td>
<td>UPS CONNECTION DIAGRAM</td>
</tr>
</tbody>
</table>
NOTES
1. DIMENSIONS ARE SHOWN IN INCHES (MILLIMETERS)
2. SIDE SPACER 1" (25) IS NOT REQUIRED WHEN SIDE CARDS ARE USED
3. CABINET SHOULD BE MAINTAINED UPRIGHT WITHIN ±15° DURING HANDLING
4. APPROXIMATE WEIGHTS:
   225KVA BASE UNIT: 1080 LBS (480KG)
   225KVA 65KAIC UNIT: 1094 LBS (496KG)
5. HEAT REJECTION VALUES:
   11.4 KBTU/HR @ 50%
   16.6 KBTU/HR @ 75%
   22.8 KBTU/HR @ 100%

CENTER OF GRAVITY

APPROXIMATE WEIGHTS:
225KVA BASE UNIT: 1080 LBS (480KG)
225KVA 65KAIC UNIT: 1094 LBS (496KG)

HEAT REJECTION VALUES:
11.4 KBTU/HR @ 50%
16.6 KBTU/HR @ 75%
22.8 KBTU/HR @ 100%

SECTION B-B
ANCHOR DIMENSIONS

SECTION A-A

OUTLINE
6. EXTERNAL WIRING MATERIALS FOR AC INPUT, DC INPUT, BYPASS INPUT, AND AC OUTPUT SHOULD BE SUPPLIED BY CUSTOMER (OUT OF SCOPE OF SUPPLY FROM MITSUBISHI).

7. A, B, C CLOCKWISE ROTATION